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■特点：

● High voltage input: 176 ~ 264Vac/200~370Vdc

● Meet the safety design requirements

● Ultra-wide operating temperature range (-10℃ ~ 60℃)

● Comprehensive protection function: Overload/short circuit/overvoltage

● LED working indicator, output adjustable function optional

● Luxury electrolytic capacitor, high reliability, long life

● 2 years warranty, lifetime maintenancee

■规格 ★图片供参考，输出接口参见定位图

产品名称 注 1 D1606-H300S12 D1606-H300S24 D1606-H300S36 D1606-H300S52

Output

Rated output voltage 12V 24V 36V 52V
Rated output current 12.0~12.24V 24.0~24.48V 36.0~36.72V 52.0~53.04V
Rated output current range 0~25A 0~12.5A 0~8.3A 0~5.8A
Rated output power 300W 300W 298.8W 301.6W
Ripple note 2 <120 mV <240 mV <240 mV <240 mV
Adjustable output range / / / /
Voltage accuracy ±2.0% ±2.0% ±3.0% ±3.0%
Start-up time ≤2S (220Vac input, Full load)
Hold-up time ≥10mS(230Vac input, Full load)
Over shoot <5.0%
Dynamic characteristics 10%-100%Load:10%Vp-p 10%-50%Load: 5%Vp-p 50%-100%Load: 5%Vp-p

Input

Voltage range 176～264Vac/200~370Vdc
Starting voltage 180Vac~240Vac/ 47Hz~63Hz
Efficiency (Type) 176Vac
Power factor 85% 87% 88% 88%
Input current (Max.) <5.0A@176Vac
Start-up Inrush Current <90A@240Vac Cold start

Protection

Output OPP 105%~200% 荡机，长期自恢复

Output OVP <35V 荡机自恢复

Output OCP 105%~200% 荡机，长期自恢复

SCP 荡机，长期自恢复

Work

environment

Working Tem. & humidity note 3 -10℃~60℃; 20%~90%RH No condensing
Storage Tem. & humidity -25℃~85℃; 10%~95%RH No condensing
Vibration 10 ~ 500Hz, 2G 10min./1cycle, period for60min. each along X,Y, Z axes
To attack 20G/11mS pulse ,3 times at each X,Y,Z axes
Altitude 5000m

Safety &

EMC

Safety standards GB4943/EN60950/EN62368 Certification □reference
Leakage current Primary side secondary side ≤0.25mA primary side earth≤3.5mA
Insulation strength Input output:3KVac/10mA Input earth:1.5KVac/10mA Output earth:500Vdc/10mA Test
Insulation impedance Input output: 100M ohms Input earth: 100M ohms Output earth: 100M ohms
Harmaonic current EN61000-3-2,-3
EMI EN55022/EN55032/EN55024 Class A；
Electromagnetic immunity EN61000-4-2,3,4,5,6,8,11 Class A equipment

Other
Size (L * w * h) 168mm×69mm×38mm
Connection terminal Input： AS-3.96-3PCancel the middle foot output： AS-3.96-4P

冷却方式 Forced Cooling

Reliability
Design MTBF 200,000Hrs AT 25℃, MIL-217 Method 2 Components Stress Method

Design life of electrolytic capacitor 3 years@ 40℃ FULL Load and Units Continuously Working

Notes
Note 1: unless otherwise specified, all parameters shall be tested after 15 minutes at room temperature.
Note 2: ripple noise is caused by the use of 12 ᦇ twisted pair connection, with 0.1uF and 10uF capacitors in parallel in 20MHz bandwidth.
Note 3:for practical application, please refer to derating curve, positioning diagram and installation mode description in detail.
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 Specification code description：

D1606 - H300 S X

X：Output voltage
S：Single output
H300：Rated Power
D1606：Product Series
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 Mechanical:
Unit: mm / Contour tolerance ±1.0
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 Product installation and instruction：

1. Refer to the mechanical to select the appropriate installation. If necessary， the diameter of the kelly wire is no less than
AWG #1.

2. Make the electrical connection is correct, to avoid damage to the SPS or equipment : Input & Output, Ac & DC, Positive &
negative, Input Voltage Range.

3. Do not touch circuit board to avoid electric shock when SPS is working. Do not touch to avoid heat in three minutes after
working. Do not touch the soldering side.

4. Let it work at ventilated conditions to improve reliability. Do not make it ON/OFF too quickly . Any condition is out of the
rated range, please contact FAE for suggestion.

5. If the SPS works abnormally, do not open to repair except professional, contact FAE for support.

 Packaging, transportation, storage：

1. Package:Unless customer’s special demand, Product name, model, manufacturer logo in the box; Date of production can
be traced back.

2. Transport: Product packaging is suitable for road, railway, air shipping and sea shipping, etc. Be to civilized handling,
waterproof, anti-fall, and to avoid severe impact.

3. Storage: Do not disassemble or take off the packing box when the product is not in use. Keep 20cm away from ground, and
50cm away from Wall, heat source and air inlet. The storage temperature and relative humidity shall be in accordance with
the specifications， and Avoid strong mechanical vibration, shock and strong magnetic field. If the storage period is more
than two years, it should be tested again before use.

 Reference standard：

1. GB4943/EN60950/ EN62368：Safety of Information Technology Equipment.
2. GB2324：Basic environmental testing procedures for electric and electronic products.
3. EN55022/EN55032/EN55024：Information technology equipment – Radio disturbance characteristics - Limits and methods

of measurement
4. IEC61000-4：Electromagnetic compatibility (EMC) test and measurement techniques.
5. IEC 61000-6-1 : Standard and measurement of electromagnetic immunity for residential, commercial and light industrial

environments.
6. IEC 61000-6-2 ：Standard and measurement of electromagnetic immunity for products used in industrial environment.
7. GB17625.1-2022： The limits for the harmonic current from low-voltage electrical and electronic equipment (equipment

input current≤16A per phase ).
8. GB/T 17626： Electromagnetic compatibility testing and measurement techniques.
9. GB/T14714：General specification for switching power supply of micro computer system equipment.
10. GB/T9254.1-2021: Radio disturbance limits and methods of measurement for information technology equipment.
11. DONGGUAN PYW ELECTRONICS TECH. CO.,LTD. Enterprise standard.

 Statement

Class A statement

Warning

In a residential environment, running this device may cause radio

interference.


